Branch Condition Report

Date: 7 /24/2003 _ 1 of 2
Pavement Database: NetworkID: Haines
Number of | Sum Section |Avg Section True Area PCI Weighted
Branch ID Sections Length Width (SqF1) Use AVElEDE Standard Average
F) (Ft) PCI Deviation PCI
100 (Taxiway A) 1 380.00 40.00, 16274.00 | TAXIWAY 74.00 0.00 74.00
200 (Taxiway B) 1 720.00 40.00, 30948.00 | TAXIWAY 77.00 0.00 77.00
300 (Taxiway C) 1 380.00 40.00, 17348.00 | TAXIWAY 80.00 0.00 80.00
400 (Taxiway D) 1 380.00 40.00, 16274.00 | TAXIWAY 74.00 0.00 74.00
4100 (Main Apron) 2 2268.00 175.00] 377460.01 APRON 72.00 2.00 73.52
4200 (Helipad) 1 150.00 140.00] 21000.00 | HELIPAD 75.00 0.00 75.00
500 (Main (Parallel) Taxiway) 2 4000.00 70.00 334000.01 | TAXIWAY 74.00 8.00 79.89
6100 (Runway 8 - 26) 2 3600.00 100.00] 360000.01 | RUNWAY 82.50 13.50 93.00
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Arithmetic Average Weighted
Use Number Total Average PCI Average
of Area PCI STD PCI
Category Sections (SqFt) '

APRON 2 377460.01 72.00 2.00 73.52
HELIPAD 1 21000.00 75.00 0.00 75.00
RUNWAY 2 360000.01 82.50 13.50 93.00
TAXIWAY 6 414844.01 75.50 5.16 79.22

All 11 1173304.03 76.09 7.69 81.54




